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VERIFICATION OF COMPLIANCE 

No.: SHES2411022498PV 

Applicant: Jiangsu Weiheng Intelligent Technology Co., Ltd. 

Manufacturer: Sheng Xiang, Yaxi Community, Luoshe Town, Huishan District, 

214000, Wuxi City, Jiangsu Province, P.R. China 
Product Name: All-in-one Battery Energy Storage System 

Product Description: Energy Storage System 

Model No.: WH-TIANWU-100-233B 

WH-TIANWU-50-233B 

WH-TIANWU-50-233D 
Trade Mark: 

 
Rating: See page 2~3 

Protection against Electric Shock: Class Ⅰ 

Additional Information (if any): / 

 
Sufficient samples of the product have been tested and found to be in conformity with 

Test Standard: IEC 62933-5-2: 2020 

as shown in the 

Test Report Number(s): SHES2411022498671 

 

This Verification of Compliance has been granted to the applicant based on the results of tests, performed 

by Laboratory of SGS-CSTC Standards Technical Services Co., Ltd. on sample of the above-mentioned 

product in accordance with the provisions of the relevant specific standards.  
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No.: SHES2411022498PV 

Other information added:  

Rating: 

 

 

The difference between WH-TIANWU-50-233D and WH-TIANWU-50-233B lies in that the 

WH-TIANWU-50-233D liquid-cooled unit operates in a low-noise mode and the remaining parts remain 

consistent. 

 

 

 

 

Model WH-TIANWU-100-233B  WH-TIANWU-50-233B 

DC Port (Battery) 

Battery type LFP 

Max. DC Voltage 936Vdc 

Rated Capacity 280Ah 

Battery Rated Energy 233kWh 

Max. Cont. Current 140A 

AC Grid (input and output) 

Normal AC Voltage (VAC) 400VAC 3ϕ/ N/PE 

(N only for Auxiliary power supply) 

Frequency (Hz) 50/60Hz 

Max. cont. input/output current 144A 72A 

Max. cont. input/output Power 

(kW) 

100kW 50kW 

Max. cont. Apparent Power (kVA) 100kVA 50kVA 

Max. cont. Reactive Power 

Range 

-100 kVAR to +100 kVAR 

(-100% to 100%) 

-50 kVAR to +50 kVAR 

(-100% to 100%) 

Power factor(adjustable) >0.99(adjustable) 

http://www.sgs.com/terms_and_conditions.htm
http://www.sgsgroup.com.cn/


 

 

Andrew Zhai  

Technical Manager 2025-02-18 

SGS-CSTC Standards Technical Services Co., Ltd.  

  
This document is issued by the Company under its General Conditions of Service accessible at 
http://www.sgs.com/terms_and_conditions.htm. Attention is drawn to the limitation of liability, indemnification 
and jurisdiction issues defined therein. 

 

Any holder of this document is advised that information contained hereon reflects the Company’s findings at the 
time of its intervention only and within the limits of Client’s instructions, if any. The Company’s sole responsibility 
is to its client and this document does not exonerate parties to a transaction from exercising all their rights and 
obligations under the transaction documents. Any unauthorized alteration, forgery or falsification of the content 
or appearance of this document is unlawful and offenders may be prosecuted to the fullest extent of the law. 
 

SGS-CSTC Standards Technical Services Co., Ltd. 
16F, Century Yu Hui Mansion, No.73, Fucheng Road, Haidian 
District, Beijing, 100142, CHINA 
www.sgsgroup.com.cn 
Member of the SGS Group (SGS SA) 

Safety-VOC-F05/ Rev.2.0/ 2024-03-25 
Page 3 of 3 

 

Others 

Ingress protection (IP)  IP55 

Protective class  Class I 

Temperature (℃) -20℃ to +55℃ (Derating 45℃) 

Inverter Isolation  Non-isolated (battery- AC) 

Overvoltage category OVC III (AC Main), OVC II (BATT) 
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