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““ Al Analytics

The relatively low purchase price triggers PV
priority, followed by grid-assisted charging, to
prepare for energy storage during the
upcoming high-price period.
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Disclaimer

. , ealen _ e _ _ Low-noise Real-time Ultra
The technical data above mentioned may be modified in order to reflect continuous technical innovation and improvements

O n e SySte m ‘ : o n n eCts AI I achieved by GoodWe's R&D team. GoodWe has the sole right to make such modification at any time without further notice. Fan Des@n Adaptatlon Silent Mode

GoodWe's customers have the right to request the latest version of GoodWe product datasheets and any commercial contracts
that may be signed will be based on the most recent version of the datasheet at the moment of signing the contract.
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e All-in-one SEMS+ control *5~8kW | Operating noise as low as 30dB at 25°C ambient
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30dB* Al-driven 41 0-min
Quiet Operation 30% Bill Savings Installation
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Lynx D G2 5kWh

Lynx D G2 6km‘\

*5~8kW | Operating noise as low as 30dB atég

All=-in-One Design

Powering homes with simplicity

Three Phase 5-30kW 5/6/8/9kWh °
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$=108 kWh (Two towers)
* 1-click commissioning * 1 APP controls all

* 10 min from boxing to operation ¢ Mixing old & new batteries

{19 Upto 200%
& oversizing & backup overload

@% 21 A high

current input per string

Gf Up to 1C
35 charge/discharge

= upto 150%

Unbalanced output

Dual-port Design

ESA 5-30kW Traditional solution
2 output ports 1 output port
Grid [ ': Hid
Gateway
B8 | BsH
Loads Loads

e Minimal cabling required
o Streamlined installation

Install Easily, Expand Freely

Install the all-in-one machine 3 min
O

Power grid
CT Wiring 1 min & connection 3 min

Back up wiring 3 min
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E Total 1 0 min
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Why so quick

e Pack-level Plug & Play

* Quick & Easy Installation for CT

* SEMS+ APP for Quick
Configuration & Second-Level
Refresh of Real-Time Data

Grow with your needs

e New & used batteries mixable

e On/off-grid parallel,
6-unit max

‘ * Mixed battery capacity compatible

Reliable Power, Peaceful Home

*

;"2 -20°C Reliable Performance

Thanks to the heating function

6-Layer Safety

From cell to system level
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